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EXISTING PROPERTY LINE

EXISTING EDGE OF PAVEMENT

EXISTING FENCING
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SCALE: 1 inch =       ft.

GRAPHIC SCALE

50

0 25 50 100

STRUCTURE NOTE:

GRATE ELEVATION FOR ALL P-3, P-4, P-5, AND P-6 INLETS

REFER TO EDGE OF PAVEMENT.
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NOT TO SCALE

TYPICAL PAVEMENT DETAIL

WITHIN  CR546 R\W

NOT TO SCALE

SIDEWALK DETAIL

1.0' MILL AND RESURFACE EXISTING

PAVEMENT WITH 1.5" SP-9.5

Date: 5/16/2024

Digitally signed 
by Andreas M 
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COUNTY DRIVEWAY CONNECTION GENERAL CONSTRUCTION NOTES

1)  A PRECONSTRUCTION MEETING WITH POLK COUNTY IS REQUIRED PRIOR TO PERFORMING ANY WORK IN

THE COUNTY RIGHT OF WAY.

2) ALL CONSTRUCTION MATERIALS, QUALITY, AND WORKMANSHIP WITHIN THE RIGHT OF WAY SHALL BE IN

ACCORDANCE WITH    POLK COUNTY AND FDOT SPECIFICATIONS AND STANDARDS CONFORMING TO:

A) F.D.O.T STANDARD SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION (LATEST EDITION)

B) F.D.O.T DESIGN STANDARDS FOR DESIGN, CONSTRUCTION, MAINTENANCE AND UTILITY OPERATIONS

ON THE STATE HIGHWAY SYSTEM (LATEST EDITION)

C) F.D.O.T ROADWAY PLANS PREPARATION MANUAL VOLUME I, CHAPTER 2 AND/OR 25 (LATEST EDITION)

D) F.D.O.T FLEXIBLE PAVEMENT DESIGN MANUAL FOR NEW CONSTRUCTION AND PAVEMENT

REHABILITATION (LATEST EDITION)

E) F.D.O.T. MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (LATEST EDITION)

3) ALL AREAS IN THE COUNTY RIGHT OF WAY DISTURBED DURING CONSTRUCTION SHALL BE RESTORED TO

ORIGINAL GRADES, COMPACTED, SODDED AND WATERED IN CONFORMANCE WITH THE FDOT STANDARD

SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION, SECTION 575 AND 981 AND DESIGN STANDARDS

INDEX 570-010. NEW SOD MATERIAL SHALL MATCH THE EXISTING MATERIAL IN THE FIELD.

4) ALL TRAFFIC STRIPES AND PAVEMENT MARKINGS, IF APPLICABLE, ARE TO BE THERMOPLASTIC. REMOVAL OF

EXISTING STRIPING SHALL BE DONE BY MILLING AND RESURFACING OF THE FRICTION/SURFACE COURSE

OR HYDROBLASTING TO OBLITERATE OBSOLETE PAVEMENT MARKINGS.

5) THE FIRST INLET DOWNSTREAM OF THE PROPOSED WORK, IF ANY, SHALL HAVE EROSION PROTECTION PER

FDOT's EROSION AND SEDIMENT CONTROL MANUAL AND STANDARD SPECIFICATION SECTION 104.

6) ALL PROPOSED TRAFFIC SIGNS, PAVEMENT MARKINGS, AND REFLECTIVE PAVEMENT MARKERS, IF

APPLICABLE, SHALL BE IN CONFORMANCE WITH AND CONSTRUCTED TO THE FDOT DESIGN STANDARDS

INDEX SERIES 700, 706, AND 711. THE PROPERTY OWNER MUST MAINTAIN THE DRIVEWAY TRAFFIC SIGNS

AND MARKINGS.

7) MAINTENANCE OF TRAFFIC PLAN FOR WORK ZONES SHALL BE IN CONFORMANCE WITH THE FDOT DESIGN

STANDARDS INDEX 102-603.

POLK COUNTY LAND DEVELOPMENT DIVISION STANDARD NOTES

1. Traffic signs and pavement markings shall be installed prior to opening a new or modified road.

2. All construction shall conform to the requirements of Appendix A of the Polk County Land
Development Code and the Polk County Utilities Code, as applicable.

3. Changes from plans or specifications substantially affecting conformance to standards or
performance of systems must be submitted in a written request by the Engineer of Record and receive
written approval by the County Engineer prior to the implementation of such changes, unless otherwise
provided for in the Polk County Land Development Code or the Polk County Utilities Code. Major
modifications may require an approval by the Development Review Committee. In such cases, the
applicant shall submit the appropriate application and fees for a new review at the Level of the original
approval, or Level 2, whichever is greater.

4. The Contractor shall notify Polk County Inspections Staff (863) 534-6449, at least five (5) working
days prior to commencement of construction and prior to any activity requiring inspection, including site
paving.

5. To schedule the required Pre-Construction meeting, the Engineer of Record shall contact the Polk
County Land Development Division, office of the County Engineer at (863) 534-6449.

6. At the completion of construction, and prior to beneficial use of any facility or system, as-built
Record Drawings shall be submitted and approved in accordance with Polk County Utilities Code, Chapter
2, Part 3.01 and the Polk County Land Development Code, Appendix A, Section A406.C.

7. MOT for the project will be in accordance with the current FDOT Traffic Control Requirements
Through Work Zones, Section 102-600 series, of the FDOT Standard Plans.

8. The asphalt pavement will extend ¼ inch above the road side edge for all curb and gutter
constructed on public or private roads.

9. Polk County is not responsible for Design and/or Plan errors.  All construction within Polk County
R/W shall be in accordance with Polk County and FDOT standards and specifications. All construction shall
conform to the requirements of Appendix A of the Polk County Land Development Code and the Polk
County Utilities Code, as applicable.
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PAVING  W/ 1.5" SP-9.5

1.0' MILL AND

RESURFACE EXISTING

PAVING W/ 1.5" SP-9.5

1.0' MILL AND

RESURFACE EXISTING

PAVING  W/ 1.5" SP-9.5

1.0' MILL AND

RESURFACE EXISTING

PAVING  W/ 1.5" SP-9.5

1.0' MILL AND

RESURFACE EXISTING

PAVING  W/ 1.5" SP-9.5

1.0' MILL AND

RESURFACE EXISTING

PAVING W/ 1.5" SP-9.5

1.0' MILL AND

RESURFACE EXISTING

PAVING  W/ 1.5" SP-9.5

1.0' MILL AND

RESURFACE EXISTING

PAVING  W/ 1.5" SP-9.5



STORM STRUCTURE INFORMATION

STR. LABEL

STM-OS-01

STM-OS-02

STM-OS-03

STM-OS-04

STM-OS-05

STM-OS-06

STM-OS-07

STR. TYPE (FDOT)

MES

TYPE 6

MES

TYPE 6

MES

TYPE 6

TYPE E

RIM/GRATE (ft.)

125.04

127.08

125.02

127.20

125.02

127.35

126.70

INVERT (S)

122.90 (NE)

123.00 (SW)

122.90 (NE)

123.10 (SW)

123.00 (NW)

123.20 (SE)

-0.75 (N)

PIPE SIZE (in.)

(DOWNSTREAM)

18"

18"

18"

18"

PIPE MAT.

(DOWNSTREAM)

RCP

RCP

RCP

RCP

PIPE LENGTH (ft.)

(DOWNSTREAM)

31'

55'

66'

10'

PIPE SLOPE (%)

(DOWNSTREAM)

0.32%

0.36%

0.30%

0.00%

18.021
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C127

SECTION K

RELOCATED DITCH

SOD

12.0' TYP

NOT TO SCALE

EXISTING 12'± WEST BOUND

THRU LANE

EXISTING WEST BOUND

THRU LANE

PROPOSED 12.0'

RIGHT TURN LANE

2.0'

24.0' ±

EXISTING MEDIAN

SOD

2.0'

SHOULDER

SOD

EXISTING 12'± WEST BOUND

THRU LANE

EXISTING WEST BOUND

THRU LANE

PROPOSED 12.0'

RIGHT TURN LANE

2.0'

2.0'

SHOULDER

SOD

17.0' ±

EXISTING MEDIAN

SOD

4.0' BOTTOM

WIDTH

4.0' BOTTOM

WIDTH

   *FIELD

   *FIELD

 *FIELD - CONTRACTOR TO FIELD LOCATE

AND MATCH SLOPE OF EXISTING PIPE

STRUCTURE NOTE:

GRATE ELEVATION FOR ALL P-3, P-4, P-5, AND P-6 INLETS

REFER TO EDGE OF PAVEMENT.

1.0' MILL AND

RESURFACE EXISTING

PAVING  W/ 1.5" SP-9.5

1.0' MILL AND

RESURFACE EXISTING

PAVING  W/ 1.5" SP-9.5

   N/A

   N/A

   N/A
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